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                        Tutvustus / About us

                Alternatiivenergia Agentuur OÜ on asutatud Tartus 2009 aastal.

Kuulub Alternative Energy Agency Group ettevõtete hulka.



Ettevõte põhineb Eesti kapitalil ning põhitegevuseks on läbi aastate energia säästu pakkuvate toodete ja tehnoloogiate väljatöötamine, projekteerimine, tootmine ja tarnimine, müük ning paigaldus nii Eestis kui välismaal. Meie tooteportfellis on nii energiasäästlike lahendusi hoonete energiavajaduse rahuldamiseks elekteri- ja kütteenergia ning sooja tarbevee tootmisel kui objektide jahutamisel.



Olulise osana on ettevõtte tootevalikus uudsete nanotehnoloogiliste isolatsioonimaterjalide NANOTER pakkumine tarbijale Euroopas ja väljaspool.



Kasutades alternatiivseid energiaallikaid ning parimaid teadmisi uutes tehnoloogiates - säästame loodust, vähendades CO2 emissiooni meid ümbritsevasse keskkonda ning pakkudes kasutajale olulist kokkuhoidu. 
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                            Üle 4000 objekti erinevates Euroopa riikides
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                            Üle 80 erineva koolituse ja presentatsiooni

                        

                    

                

                
            

        

    





    

    
    
    
        

        

        

        

    

    
        
            
                Ettevõtte eesmärk:

                Ettevõtte eesmärgiks on kasutada maksimaalselt looduslikke alternatiivseid energiaallikaid - säästes loodust vähendades CO2 emissiooni ümbritsevasse keskkonda ning pakkudes kasutajale kokkuhoidu objekti energiavajaduste katmisel ja hetkekadude vähendamisel  -  järgides „Liginullenergiahoone“ eeskirju ja "Hoone energiatõhususe miinimumnõudeid".

                (Hoonete Energiatõhususe direktiiv (2010/31/EL) ja määrus (RT I, 22.08.2019, 2)).

                
            

            
        

    




    
    
        
            
                Tooted / Products

                Pakume kliendile alati kõige uuemaid ja kliendi vajadusi arvestades parimaid lahendusi. Alternatiivenergia Agentuur on kaasatud uudsete tehnoloogiate välja-töötamisse ja tegeleme uute materjalide ning seadmete arendamisega. 

Ettevõtte tootevaliku põhiosa moodustavad nanotehnoloogiliste vedelate isolatsioonimaterjalide NANOTER. Materjali sidusaine on akrüülpolümeerid ja lisaained ning komponendid annavad toodetele soojustuse, niiskustõkke või roostekaitse omadused.

We always offer the client the latest solutions, taking into account the best development opportunities in the future. Alternative Energy Agency are involved in the development of innovative technologies and develop new materials and equipment.

The main part of the company's product range is made up of nanotechnological liquid insulation materials NANOTER. The binder of the material is acrylic polymers and additives, and the components give the products heat insulation, moisture barrier or rust protection properties.
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                        Isolatsioonvärv

                        Insulation paint
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                            Soojuspumbad

                        
                            Heat pumps
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                            Päikeseküte

                        
                            Solar heating
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                            Päikese PV kompl.

                        
                            Solar PV systems
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                        Energiasääst

                        
                            Energy saver
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                Nanotehnoloogiline vedel isolatsioon NANOTER

                
NANOTER on pinnakattematerjal, mille termo - füüsikalised omadused ületavad teadaolevaid analooge.

Pinnakate NANOTER (edaspidi ka toode) koosneb kaasaegsetest keskkonnasõbralikest polümeersetest nano vormidest. Need toetavad elastseid struktuure, mille on moodustanud keraamikast ja klaasist mikrosfäärid, mis on saadud vaakumis.



NANOTER kasutatakse erinevates versioonides kas eraldi või kombineeritult:

     1. termoisolatsioonina:

                  - fassaadidel ja hoonete siseseintel;

                  - vundamentidel ja soklitel; 

                  - katustel - nii alumistes ja pealmistes kihtides;

                  - nafta-, gaasi-, vee-, auru- jt torustikel;

                  - erineva kasutusotstarbega mahutitel;

                  - ventilatsiooni- ja jahutussüsteemidel;

                  - metallkonstruktsioonidel;

                  - kaubaveokitel ja transpordivahenditel – autodel, laevadel, vagunitel.

    2. korrosiooni ennetamiseks ja tõrjeks erinevatel metallidel;

    3. hüdroisolatsioonina ehitiste ja rajatiste, sh katuste, keldrite ning basseinide välis- ja sisepindadel,

    4. ehitiste ja rajatiste (sh ventilatsiooni, torustike ja  mahutite) kaitseks järgmiste keskkonnamõjude eest:

                  - hallitus ja taimsed organismid ning mustus;

                  - UV-kiirgus;

                  - päikese soojuskiirgus;

                  - keemiline ja mineraalne reostus;

                  - niiskus.

    5. ehitiste ja kommunikatsioonide kaitseks kondensaadi tekke vastu;

    6. transpordivahendite (raudteeveeremi, autode, laevade, lennukite jne) isolatsiooni-materjalidena  erinevate         keskkonnamõjude vastu;

    7. keskkondades, kus temperatuurid kõiguvad suures ulatuses.



NANOTER pinnakattematerjalina toimib ...


Üldtutvustuse leiate siit
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                Nanotechnological liquide insulation NANOTER

                NANOTER is a coating material whose thermo - physical properties surpass known analogues.

NANOTER (hereinafter also referred to as the product) consists of modern environmentally friendly polymeric nano forms. They support elastic structures formed by microspheres of ceramics and glass, obtained in a vacuum.

NANOTER is used in different versions, either separately or in combination:

     1. as thermal insulation:

                  - on facades and internal walls of buildings;

                  - on foundations and plinths;

                  - on roofs - both in the lower and upper layers;

                  - on pipelines for oil, gas, water, steam and others;

                  - on containers with different uses;

                  - on ventilation and cooling systems;

                  - on metal structures;

                  - on goods vehicles and means of transport – cars, ships, wagons.

    2. for the prevention and control of corrosion on various metals;

    3. as waterproofing on the external and internal surfaces of buildings and structures, including roofs, basements and swimming pools,

    4. to protect buildings and installations (including ventilation, piping and storage tanks) against the following environmental influences:

                  - mold and plant organisms, as well as dirt;

                  - UV radiation;

                  - thermal radiation of the sun;

                  - chemical and mineral pollution;

                  -Humidity.

    5. for the protection of buildings and communications against the formation of condensate;

    6. as insulation materials for means of transport (railway vehicles, cars, ships, aircraft, etc.) against various environmental impacts;

    7. In environments where temperatures fluctuate on a large scale.



NANOTER as a coating material acts ...

A general introduction can be found here
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SALEBasic
24,60€/L26,40€/L
Suitable for all indoor and outdoor surfaces (various metals, concrete and other mineral surfaces, also wood, plastic) in environments in the temperature range -60 ⁰С to +150 ⁰С (short-term up to 200 ⁰C).




In addition to thermal properties, NANOTER BASIC is resistant to weather and UV radiation, moisture-repellent, fire-safe and the finished surface is decorative.




Consumption for 1 mm layer 1 l/m2. Recommended layer thickness 1 to 2.5 mm, covered in layers.




Fire retardant properties of the material : B S1 d0.




Noise cancellation depending on frequency :10 to 20 dB







Order now!
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SALEPRO HydroStop
24,60€/L26,40€/L
Suitable for HYDRO ISOLATION the interior and exterior surfaces (various mineral surfaces such as plaster, lightweight blocks, brick, etc., also metal, wood, plastic) in ambient conditions at a temperature of -50 ⁰C to +120 ⁰С (short-term up to +140 ⁰C).


 
NANOTER PRO HYDROstop is water, weather, and UV resistant, one component, very elastic mastic, with good corrosion resistance and resistant to mechanical damage.



Particularly suitable for renovating various existing roof surfaces, where, among other things, it fills openings up to 3 mm wide, both for the construction of wet surfaces and for waterproofing.




Consumption for 2 coats 1 to 2.5 kg/m2. Recommended layer thickness 2 mm.




Fire retardant properties of the material : B S1 d0


Order now!
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SALEWall
24,60€/L$26,40€/L
Is specially designed for covering facades in environments in the temperature range -60 ⁰C to +150 ⁰C (short-term up to 200 ⁰C).


The high reflectivity makes NANOTER WALL the best choice for professional facade thermal insulation used in construction. The material can also be used to improve the thermal properties of interior-exterior walls. Suitable for various mineral surfaces (incl., brick and plaster surfaces), also metals, wood, plastic.




In addition to these properties, NANOTER WALL inhibits mold and the development of plant organisms and is resistant to weather and UV radiation.




Consumption for 1 mm layer 1 l/m2. Recommended layer thickness 1 to 2.5 mm, covered in layers.




Fire retardant properties of the material : B S1 d0.




Noise cancellation depending on frequency :10 to 20 dB


Order now!





[image: ]
SALEPRO Aquamet
27,00€/L$32
Suitable protection for interior and exterior surfaces of or with metal (various metals and alloys) but also reinforced concrete, other mineral surfaces, wood and plastic metal parts rust protection - in environments at temperatures from -50 ⁰C to +120 ⁰С (short-term up to 140 ⁰C).


NANOTER PRO AQUAMET is resistant to weather and UV radiation, corrosion-resistant, and resistant to mechanical damage. Contains corrosion inhibitors and rust modifiers. Quick drying!



NANOTER PRO AQUAMET is not suitable for surfaces coated with nitro-based primers and enamels.




Consumption for 1 layer 0.25 kg/m2. At least 2 layers are recommended.




Fire retardant properties of the material : B S1 d0.


Order now!
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SALEConcrete
26,40€/L$48
Suitable for indoor and outdoor surfaces (various mineral surfaces such as plaster, lightweight blocks, brick, etc., also metal, wood, plastic) in environments in the temperature range -60 ⁰С to +150 ⁰С (short-term up to 200 ⁰C). 


In addition to thermal properties, NANOTER CONCRETE is resistant to weather and UV radiation, and the finished surface is strong and decorative. Especially suitable for interior surfaces that can later be also covered with decorative materials (wallpaper, ceramic tile, etc.).



Consumption for 1 mm layer 1 l/m2. Recommended layer thickness 1 to 2.5 mm, covered in layers.




Fire retardant properties of the material : B S1 d0.




Noise cancellation depending on frequency :10 to 20 dB


Order now!
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SALECondense
26,40€/L$90
suitable for indoor and outdoor surfaces (various metals, concrete, and other mineral surfaces, also wood and plastic) in environments in the temperature range -60 ⁰С to +150 ⁰С (short-term up to 200 ⁰C).


In addition to its thermal properties, NANOTER CONDENSE prevents the formation of condensate on the surface, is resistant to weather and UV radiation, inhibits the development of mold and plant organisms.



Consumption for 1 mm layer 1 l/m2. Recommended layer thickness 1 to 2.5 mm, covered in layers.




Fire retardant properties of the material : B S1 d0.




Noise cancellation depending on frequency :10 to 20 dB




NANOTER CONDENSE may only be applied on completely dry surfaces, must not be used on finishing coats or tile coatings (incl. plaster, etc.).


Order now!
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SALEIron
26,40€/L$24
Suitable for interior and exterior surfaces, mainly metals and metal structures, pipes and tanks, metal parts of vehicles, tanks, etc., metal surfaces as anti-rust and thermal insulation.


NANOTER IRON can also be used on other surfaces that may contain metal parts: concrete and other mineral surfaces, wood and plastic and the finished surface is decorative.


In addition to its thermal properties, NANOTER IRON prevents corrosion and condensation and is resistant to weather and UV radiation – provides environmental protection in the temperature range -60 ⁰С to +150 ⁰С (short-term up to 200 ⁰C).


Consumption for 1 mm layer 1 l/m2.


Recommended layer thickness 1 to 2,5 mm, covered in layers.


Fire retardant properties of the material : B S1 d0.


Noise cancellation depending on frequency :10 to 20 dB


Order now!
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SALECrystal
24,60€/L26,40€/L
suitable for interior and exterior surfaces (various metals, concrete, and other mineral surfaces, wood, plastic) in the temperature range –50 ⁰С to +100 ⁰С (short-term up to +140 ⁰С).


In addition to its hydro insulating properties, NANOTER CRYSTAL has good elongation, crack, weather, and UV resistance, is resistant to mechanical damage, has the ability to repel mold and plant organisms and dirt. 


Due to the above-mentioned properties, it is suitable for covering the facades (incl., brick-, concrete and wood walls, log houses), different roofs, terraces, pools, basements and damp rooms.



NANOTER CRYSTAL based on base C (transparent) is especially suitable for surfaces to be renovated (e.g., wood, limestone), where it is not recommended to change the natural color and structure of the substrate.


 NANOTER CRYSTAL based on base A can be tinted in RAL tones. 


NANOTER CRYSTAL contains the additive “Intelligent Shield.”


Consumption for 1 mm layer 0,25 l/m2. 
It is recommended to cover with two layers.




Fire retardant properties of the material : B S1 d0.


Order now!
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SALEPRO Plast
28,80€/L26,40€/L
Nanotechnological anti-corrosion coating is ready-to-use, non-breathable, a mixture based on alkyd-urethane resin, fillers, binders and technological auxiliaries. Interior and exterior primer and final coating.


Fast drying, white or basic or colorless, semi-matt or glossy, tintable (RAL). Good adhesion and weather resistance, resistant to mechanical damage, water, and chemical resistant. 


Contains corrosion inhibitors and rust modifiers and rust-resistant pigments. Can be applied directly to rust by removing the loose part beforehand.



Applications: metal (ferrous, stainless and galvanized metal and forging), reinforced concrete products, as well as wood, stone, and plastic. 


Suitable for protection of building structures, railway vehicles, ships, agricultural machinery, pipelines and tanks.


Consumption for 35 layers 0.1... 0.15 kg/m².




Surface dry, humidity up to 80%, t +5 C...+30 C 
The air temperature must be at least 3 °C above the dew point (temperature of condensation at a given humidity).


Pre-clean the surface from rust, dust, and grease (degree of cleaning Sa 2½). Paint preparation (see manual or website). Application with a brush, roller, spray gun, or airless finisher.


Thinner - THINNER 102 or analog.




A layer at least 70-80 μ thick is recommended.


Order now!
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SALEBasic
24,60€/L26,40€/L
Suitable for all indoor and outdoor surfaces (various metals, concrete and other mineral surfaces, also wood, plastic) in environments in the temperature range -60 ⁰С to +150 ⁰С (short-term up to 200 ⁰C).




In addition to thermal properties, NANOTER BASIC is resistant to weather and UV radiation, moisture-repellent, fire-safe and the finished surface is decorative.




Consumption for 1 mm layer 1 l/m2. Recommended layer thickness 1 to 2.5 mm, covered in layers.




Fire retardant properties of the material : B S1 d0.




Noise cancellation depending on frequency :10 to 20 dB







Order now!
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SALEPRO HydroStop
24,60€/L26,40€/L
Suitable for HYDRO ISOLATION the interior and exterior surfaces (various mineral surfaces such as plaster, lightweight blocks, brick, etc., also metal, wood, plastic) in ambient conditions at a temperature of -50 ⁰C to +120 ⁰С (short-term up to +140 ⁰C).


 
NANOTER PRO HYDROstop is water, weather, and UV resistant, one component, very elastic mastic, with good corrosion resistance and resistant to mechanical damage.



Particularly suitable for renovating various existing roof surfaces, where, among other things, it fills openings up to 3 mm wide, both for the construction of wet surfaces and for waterproofing.




Consumption for 2 coats 1 to 2.5 kg/m2. Recommended layer thickness 2 mm.




Fire retardant properties of the material : B S1 d0


Order now!
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SALEWall
24,60€/L$26,40€/L
Is specially designed for covering facades in environments in the temperature range -60 ⁰C to +150 ⁰C (short-term up to 200 ⁰C).


The high reflectivity makes NANOTER WALL the best choice for professional facade thermal insulation used in construction. The material can also be used to improve the thermal properties of interior-exterior walls. Suitable for various mineral surfaces (incl., brick and plaster surfaces), also metals, wood, plastic.




In addition to these properties, NANOTER WALL inhibits mold and the development of plant organisms and is resistant to weather and UV radiation.




Consumption for 1 mm layer 1 l/m2. Recommended layer thickness 1 to 2.5 mm, covered in layers.




Fire retardant properties of the material : B S1 d0.




Noise cancellation depending on frequency :10 to 20 dB


Order now!
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SALEConcrete
26,40€/L$48
Suitable for indoor and outdoor surfaces (various mineral surfaces such as plaster, lightweight blocks, brick, etc., also metal, wood, plastic) in environments in the temperature range -60 ⁰С to +150 ⁰С (short-term up to 200 ⁰C). 


In addition to thermal properties, NANOTER CONCRETE is resistant to weather and UV radiation, and the finished surface is strong and decorative. Especially suitable for interior surfaces that can later be also covered with decorative materials (wallpaper, ceramic tile, etc.).



Consumption for 1 mm layer 1 l/m2. Recommended layer thickness 1 to 2.5 mm, covered in layers.




Fire retardant properties of the material : B S1 d0.




Noise cancellation depending on frequency :10 to 20 dB


Order now!
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SALECrystal
24,60€/L26,40€/L
suitable for interior and exterior surfaces (various metals, concrete, and other mineral surfaces, wood, plastic) in the temperature range –50 ⁰С to +100 ⁰С (short-term up to +140 ⁰С).


In addition to its hydro insulating properties, NANOTER CRYSTAL has good elongation, crack, weather, and UV resistance, is resistant to mechanical damage, has the ability to repel mold and plant organisms and dirt. 


Due to the above-mentioned properties, it is suitable for covering the facades (incl., brick-, concrete and wood walls, log houses), different roofs, terraces, pools, basements and damp rooms.



NANOTER CRYSTAL based on base C (transparent) is especially suitable for surfaces to be renovated (e.g., wood, limestone), where it is not recommended to change the natural color and structure of the substrate.


 NANOTER CRYSTAL based on base A can be tinted in RAL tones. 


NANOTER CRYSTAL contains the additive “Intelligent Shield.”


Consumption for 1 mm layer 0,25 l/m2. 
It is recommended to cover with two layers.




Fire retardant properties of the material : B S1 d0.


Order now!
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                Valverde, Elche (Alicante)
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Thank you! / Täname!

Oops...! some problem!
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                Energia säästust räägivad paljud..
..aga sellega hakkama saame me kõik!

                Saving energy can start at home.
                                 Ursula von der Leyen

                
                    
                        
                            Kaja Kallas


                            
                        

                    

                    
                        
                            Elektroenergeetika –  peamised säästuvõimalused tulevad võrkudest, millest ma räägin eraldi. Aga ka energiaseadmete kasutuse tõhustamises on peidus sääst. 
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